M 3-WAY SCREWED END BALLVALVE 205 7N

—

FEATURES ‘

-L port /T port, 1/4"~2" (DN8~DN50)
- W.P.: 1000 WOG (PN63)

- W.T. : -20°C~200°C (-4°F~392°F)

- Investment casting

- Blow-out proof stem

- Locking device

- Anti-static device (option)

- 1SO 5211 Mounting pad

- Thread type : ASTM B1.20.1 (NPT)
DIN2999 & BS21
1S0228/1 & ISO7/1
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}: A MATERIALS
EBE T ——
L )z 2 CAP-B ASTM A351-CFBM | ASTM A216-WCB
3 CAP-A
= 4 BALL ASTM A351-CF8M
5 SEAT PTFE
3 6 STEM AISI 316
T SEAL-B
L/2 8 THRUST WASHER PTFE
9 PACKING
10 GLAND
11 HANDLE
12 | SPRING WASHER
13 STEM NUT AISI 304
14 PIN
15 LOCK DEVICE
16 HANDLE SLEEVE PVC
17 SEAL-A PTFE
T
H W E M HA1 H2 A I1SO5211 Torque (N-M)
8 116 | 255 76 37.3 | 58.5 67 150 42 M5 29.1 18.3 8 F04 6
10 125 | 255 76 37.3 | 58.5 67 150 42 M5 29.1 18.3 8 F04 6
15 125 | 255 76 373 | 585 67 150 42 M5 29.1 18.3 8 FO4 6
20 16 32 86 44 721 Td 150 42 M5 38.5 | 20.3 8 F04 8
25 20 38.5 | 991 49 81.8 83 180 50 M6 43 23.2 9.5 FO5 9.5
32 25 485 |117.4| 57 94.7 88 180 50 M6 47.8 | 23.2 9.5 F05 24
40 32 58.5 |123.8| 61.3 |103.9] 116 |2435]| 70 M8 55.7 | 34.2 12 FO7 26
50 38 695 | 148 | 743 |125,5| 124 |2435| 70 M8 64.5 | 34.2 12 FO7 33
unit:mm
NPS d b] L B E H w E M H1 H2 A ISO 5211 Torque (in-lb)
1/4" | 0.46 1 2.99 | 1.47 2.3 2.64 | 591 1.65 M5 1.15 | 0.72 | 0.31 FO4 53.1
3/8" | 0.49 1 2.99 | 1.47 2.3 2.64 | 5.91 1.65 M5 115 | 0.72 | 0.31 FO4 53.1
1/2" | 0.49 1 2.99 | 1.47 2.3 2.64 | 5.91 1.65 M5 1.15 | 0.72 | 0.31 F04 53.1
3/4" | 063 |1.26 | 3.39 | 1.73 | 2.84 | 3.03 | 5.91 1.65 M5 1.52 0.8 0.31 FO4 70.81
1" 079 | 152 | 39 (193 |3.22 |3.27 |7.09 (197 M6 | 1.69 | 091 | 0.37 FO05 84.08
1-1/4")1 098 | 191 | 462 | 224 | 3.73 | 346 | 7.09 | 1.97 M6 1.88 | 0.91 | 0.37 FO05 212.42
1-1/2"] 1.26 2.3 487 | 241 | 409 | 457 | 959 | 2.76 M8 | 219 [ 1.35 | 0.47 FO7 230.12
2" 15 | 274 | 583 |293 | 494 | 488 | 959 | 2.76 M8 | 254 | 1.35 | 0.47 FO7 292.07
unit:in
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