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CP772H 
The Unmatched  
‘Reference’ in 3/4” Impact

Benefits
• General maintenance
• Smooth operation thanks to the DYNA-PACT clutch
• Comfortable use thanks to low noise and vibration levels
• Good durability

Features
• 3/4” impact wrench with ring retainer
• DYNA-PACT oil bath clutch
• Single handed reverse button with four power settings
• Comfortable handle grip
• 360° air inlet swivel

Technical Description

Part Number T024598
Model CP772H
Handle Type Pistol
Square Drive 3/4”
Working Torque Range (forward) 203-949 Nm 150-700 ft.lbs
Maximum Torque (reverse) 1356 Nm 1000 ft.lbs
Free Speed 4200 rpm
Blows Per Minute 900
Net Weight 4.76 kg 10.5 lb
Power/Weight Ratio 284.9 Nm/kg 95.2 ft.lb/lb
Length 245mm 9.63”
Average Air Consumption 2.8 l/s 6 cfm
Actual Air Consumption 11.3 l/s 24 cfm
Air Inlet Thread Size 0.375”
Minimum Hose Size 13mm 1/2”
Noise Level 96 db(A)
Sound Power 107 db(A)
Vibration (ISO-8662-7) 4.9 m/s²
Vibration α (ISO-28927-2) 5.8 m/s²
Vibration K (ISO-28927-2) 2 m/s²
Socket Retainer Friction ring
Clutch Type Pin clutch, oil bath
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