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TECH DATA SHEET 6810921/6/18

Galvanised Dust-handling Ducting System
Trouser Pipe, Y Piece

•  Trouser pipe STTP is manufactured in welded 
galvanized design

•  Trouser pipe STTS is manufactured in welded stainless 
steel AISI 304

• Branches in 45º as standard
• Can be made in 15º and 30º as a special order

Products for dust handling
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Trouser pipe STTP is manufactured in welded 
galvanized design.

Trouser pipe STTS is manufactured in welded 
stainless steel AISI 304.

Branches in 45 ° as standard. Can be made in 
15° and 30° as a special order.
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teknisk information Högvakuum

rörsystem högvakuum

STBE yd R S A B Vikt

90° mm mm mm mm mm kg

050-90 50 125 1,5 125 275 1,1

063-90 63 95 1,5 150 280 1,4

076-90 76 170 1,5 100 295 1,6

102-90 102 150 2,0 220 410 2,7

108-90 108 170 2,0 210 440 2,4

127-90 127 170 2,0 225 450 3,2

152-90 152 225 2,0 300 605 3,3

203-90 202 304 2,0 100 100 5,4

STBE yd R S A B Vikt

45° mm mm mm mm mm kg

050-45 50 125 1,5 125 320 0,7

063-45 63 95 1,5 115 295 0,9

076-45 76 170 1,5 110 335 1,2

102-45 102 150 2,0 240 560 2,3

108-45 108 170 2,0 235 550 5,9

127-45 127 170 2,0 260 610 3,8

152-45 152 225 2,0 330 775 7,2

203-45 202 304 2,0 100 100 4,8

Ø A B,C L1 L2 S Vikt

mm mm mm mm mm mm kg

050-050 050 050 150 100 2.0 0.6

063-063 063 063 150 100 2.0 0.9

076-076 076 076 150 100 2.0 1.0

102-102 102 102 150 100 2.0 1.0

108-108 108 108 200 150 2.0 1.3

127-127 127 127 200 150 2.0 2.1

152-152 152 152 200 150 2.0 4.8

203-203 203 203 200 150 2.0 6.8
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Ø Diameter A
mm

B, C 
mm

L1
mm

L2
mm

S
mm

Weight
kg

050-050 50 50 150 100 2,0 0,6
063-063 63 63 150 100 2,0 0,9
076-076 76 76 150 100 2,0 1,0
102-102 102 102 150 100 2,0 1,0
108-108 108 108 200 150 2,0 1,3
127-127 127 127 200 150 2,0 2,1

152-152 152 152 200 150 2,0 4,8
203-203 203 203 200 150 2,0 6,8

STTP/STTS

Ø Diameter A mm B, C mm L1 mm L2 mm S mm Weight kg

050-050 50 50 150 100 2 0.6

063-063 63 63 150 100 2 0.9

076-076 76 76 150 100 2 1.0

102-102 102 102 150 100 2 1.0

108-108 108 108 200 150 2 1.3

127-127 127 127 200 150 2 2.1

152-152 152 152 200 150 2 4.8

203-203 203 203 200 150 2 6.8
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